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CONSTRUCTION DETAILS

1 FENCING SHALL CONFORM TO CONSTRUCTION SPECIFICATION 92.
2, LINE POSTS SHALL BE EITHER GALVANIZED STEEL POSTS OR TREATED 4’ DIAMETER VoD POSTS
3, THE TOP OF ALL POSTS SHALL HAVE THE MINIMUM DIAMETER IN INCHES AS SHOWN

4, BARBED WIRE SHALL CONSIST OF TwO STRANDS OF 125 GAGE, ZINC-COATED
VIRE, VITH 14 GAGE ROUND 4-POINT BARBS AT APPROX. 5° SPACING.

3. PROVIDE ONE STOP-POST FOR EACH GATE IN THE OPEN POSITION

6. THE GATE SHALL BE GALVANIZED STEEL, FIVE PANEL, 48’ HIGH AND 16’ LING.

7. WOOD PRESERVATIVE SHALL BE CREDSOTE- COAL TAR SOLUTION, (FEDERAL SPEC. TT-C-650) DR
CHROMATED COPPER ARSENATE MIXTURE (FEDERAL SPEC, TT-W-550)

8. GATE SHALL BE HUNG WITH BOTTOM HINGE PIN TURNED UP AND TOP HINGE PIN TURNED DOWN.
9. ALL TRAFFIC CONTROL GATE LOCKS SHALL HAVE 3 COMMIN KEYS FOR EACH GATE
10. SIGN TO BE ATTACHED TO CABLE VITH 3/16’ CHAIN REPAIR LINKS.
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